
Studio Lamp

Included Parts

x1
STUDIO LAMP

x1
POWER ADAPTER AND CABLE

• Warm - 3000K
• Natural - 4200K
• Cool - 6200K

To turn on, press the DIAL 
BUTTON. To adjust brightness, 
rotate the DIAL BUTTON.

Remove the Studio Lamp from the box and unfold it to standing 
position. Connect the POWER ADAPTER CABLE into the base, 
and then plug the ADAPTER into an outlet. 

COLOR OPTIONS

Button Functions1

To adjust color temperature, tap 
the SOFT TOUCH BUTTON to 
toggle through the 3 color options. 

No Tools 
Required

NOTE:  When the Studio Lamp is turned off, it will return to the previous settings.

For patent and trademark information, visit Vari.com/patents ©2024 Varidesk, LLC. All Rights Reserved.



CAUTION: Do not use chemical solvents or 
harsh abrasives to clean as damage may occur.

WARNING: To reduce risk of fire, electric 
shock, or personal injury, do not install this 
lighting system in a wet location.

CAUTION: Do not stare directly into lamp 
light. This could be damaging to your eyes.

Supplier’s Declarati on of Conformity
47 CFR § 2.1077 Compliance Information

Unique Identifier: 402011
Responsible Party – U.S. Contact Information Varidesk, LLC

450 Freeport Parkway Coppell, TX 75019  |  1-800-207-2587

FCC Compliance Statement

This device complies with Part 15 of the FCC Rules. Operation is subject 
to the following two conditi ons: (1) This device may not cause harmful 
interference, and (2) this device must accept any interference received, 
including interference that may cause undesired operation.

CAUTION: Keep lamp away from materials
that may burn.

NOTE: This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC 
Rules. These limits are designed to provide reasonable protecti on against harmful interference in a residenti al installati on. This equipment 
generates, uses and can radiate radio frequency energy and, if not installed and used in accordance with the instructi ons, may cause harmful 
interference to radio communicati ons. However, there is no guarantee that interference will not occur in a parti cular installati on.

If this equipment does cause harmful interference to radio or television recepti on, which can be determined by turning the equipment off and 
on, the user is encouraged to try to correct the interference by one or more of the following measures:
• Reorient or relocate the receiving antenna.
• Increase the separati on between the equipment and receiver.
• Connect the equipment into an outlet on a circuit diff erent from that to which the receiver is connected.
• Consult the dealer or an experienced radio/TV technician for help.

To maintain compliance with FCC’s RF Exposure guidelines, this equipment should be installed and operated with a minimum distance of 20 
cm between the radiator and your body. Use only the supplied antenna.

Bottom Hinge Rotation: 60° Bottom Hinge Tilt: 36° Middle Hinge Tilt: 180°

Top Hinge 
Tilt: 180°

Top Hinge Rotation: 270°


